
ALCTRO  TL 01300  

State of The Art Professional Portable Cellphone Jammer
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· Made of the most advanced technology
Standard features like exciter signal source type .

· PLL synthesized with Frequency.

· Hopping and Complex Sweep Wideband Modulation Signal.                                                                                                                                                                    

· Compact Size .

· Light Weight .

· Can block up to 4 - Bands simultaneously: 800+1900 UP LINK + DOWN LINK.

· Output power of 1 Watt, for optimal tuning of the coverage range. 

· Smart Charger.

Specifications

	Modules 
	o   824 – 849 MHz                 Up Link
o   869 – 894 MHz                 Down Link 
o   1850 – 1910 MHz             Up Link 
o   1930 – 1990 MHz             Down Link 

	RF Power Output


	1W+1dB



	Signal Source


	PLL Synthesized



	Modulation
	Frequency Hopping 



	Basic Control Circuitry
	RISC Micro-Controller, together with a PLL synthesized transmitter. Excellent Internal Protection Against Software Malfunction



	Battery


	7 X Nickel metal Battery 8.4V, 2700mA/H Capacity.

With average of 500 (100-1000) charging cycles.



	Weight
	< 0.8 Kg



	Size 


	220 X 140 X 40.5 mm 

	Antennas
	2 Wide Band internal Antennas



	Operating Temperature
	0(C to +60(C



	Input Power Supply
	Power supply  100 / 220VAC  

                          15VDC

 


Specifications are subject to change without notice
